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Full Synthetic Automatic Transmission Fluid

HANDLING AND SAFETY INFORMATION - Refer to EVEREST (SDS) Safety Data Sheets for proper handling and safety information. Use the same care and handling as for 
any petroleum product. Nothing herein shall be deemed to constitute a warranty, express or implied, that said information or data are correct or that the products described are 
merchantable or fit for a particular purpose, or that said information, data or products can be used without infringing patents of third parties.

Test Method ASTM - Typical test data are average values only.  Minor
 variations, which do not affect performance, may occur.

Typical Characteristics - ULV ATF
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EVEREST Full Synthetic Ultra-Low Viscosity ULV Automatic Transmission Fluid is specially 
formulated from low viscosity 100% synthetic base oils and a state-of-the-art additive package 
to meet or exceed the performance, protection, and service requirements of Ford MERCON® 
ULV and GM® DEXRON ULV. It maximizes fuel economy and offers anti-shudder durability, 
anti-wear, friction stability, and low and high-temperature protection for smoother positive 
lockup and more consistent shifting performance, providing longer fluid life and service 
intervals. It is recommended for many modern passenger car and light-duty truck transmissions, 
including 8- 9- and 10-speed transmissions requiring ultra-low viscosity fluid.
EVEREST Full Synthetic Ultra-Low Viscosity ULV Automatic Transmission Fluid meets or 
exceeds American, European, and Asian manufacturer standards, including  Ford 10R60, Ford 
10R80, Ford Mercon® ULV – WSS-M2C949-A, GM 10L80, GM 10L90, GM Dexron® ULV, and 
Mercedes Benz MB 236.17, and other OEM standards where a ULV transmission fluid is 
recommended.  
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Meets the standard of
GM DEXRON® ULV

Ford MERCON® ULV 
Ford 10R60, Ford 
10R80, GM 10L80, 

GM 10L90, MB 236.17

MADE IN USA

 V240628

• All operating conditions and a wide range of temperatures
• Retains frictional performance and protection even in severe service
• Outstanding fluid life, oxidation stability, and anti-wear protection
• Positive lockup and more consistent shifting performance
• Prevents gear scuffing and premature wear
• Excellent low-temperature fluidity

Automatic Transmission Fluid

ULV ATFULV ATF
ULTRA LOW VISCOSITY

FULL SYNTHETICFULL SYNTHETIC

Suitable for use in applications requiring 
MERCON® ULV or DEXRON® ULV including 
the latest 9 & 10 speed transmission designs

1 U.S. QT.
946mL


