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HD Full Synthetic DPF SAE 5W-30 Engine Oil

MADE IN USA

CK-4 / SN

GM 6094M, Chrysler 
MS6395, Ford 

WSS-M2C947A

5W-30 Typical Characteristics - V210927

PETROMERICA HD FULL SYNTHETIC DPF SAE 5W-30 ENGINE OIL is a special heavy duty motor oil 
designed with a state-of-the-art low friction additive system for maximum engine protection even under 
the toughest driving conditions. It outperforms conventional motor oil, reduces friction and wear at 
start-up and protects your engine against performance robbing sludge and varnish deposits. It is 
recommended for turbo-charged and high-powered passenger car, truck, sport utility vehicle and other 
mobile and stationary diesel and gasoline engines. 

PETROMERICA HD FULL SYNTHETIC DPF SAE 5W-30 ENGINE OIL meets or exceeds CK-4/SN service 
classifications and is backwards compatible with all earlier categories. Petromerica HD Full Synthetic 
DPF SAE 5W-30 Engine Oil enhance engines with Diesel Particulate Filters (DPF) and has been field 
tested to be comparable to most American, Asian and European manufacturers’ standards where a full 
synthetic CK-4/SN motor oil is recommended.

BENEFITS AND APPLICATIONS

• Maximum full synthetic protection

• Exceeds CK-4/SN service category

• Heavy duty for diesel and gasoline engines

SAE GRADE Full Syn 5W-30

API SERVICE  CK-4 / SN

API Gravity ASTM D287 35.58

Flash Point, COC °C/°F ASTM D92 227 / 440

Pour Point, °C/°F ASTM D97 -45 / -49

Viscosity @ 40°C, cSt ASTM D445 62.07

Viscosity @ 100°C, cSt ASTM D445 10.93

Viscosity Index ASTM D2270 169

CCS, mPa-sec °C max ASTM D5293 6600 @ -30

Total Base No. TBN ASTM D2896 10 

Enhanced Additive Technology

ENGINE OILSAE 5W-30

DPF
CK-4/SN

SERVICE CATEGORY

U.S. Quart
946mL


